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Congratulations on your purchase of Rampower 
32K, one of the Performance Plus Series! Axlon was 
the first company to offer memory expansion beyond 
16K for the Atari home computers. The Rampower 
32K memory module represents premiere quality. 





* Provides Atari 400 with 32K of RAM memory 
¢ Expands the Atari 800 memory to 48K 
¢ Easy installation—snaps right in 


* Gold plated edge connector for reliability and long 
life 


* Fully socketed high quality PC board 
* Low cost per byte 
* Compatible with all ROM cartridges 








This section will take you through the steps neces- 
sary to install your Rampower 32K in your Atari 
400. For the Atari 800, simply plug the board into 
the third memory slot. If you can handle a screw- 
driver you should be qualified to install your new 
Axlon Rampower 32K module. But first, please 
read over this entire section before attempting to 
install your new card. 


STEPS: 

1. Remove plastic cover from the Rampower 32K 
memory module before proceeding. 
The Rampower 32K cover is not used in the 
Atari 400. 

2. Remove all power to your computer. 

3. Remove any cartridge that may be installed and 
close the door. 


4. Turn the 400 upside down so that the controller 
ports are facing you. 


5. Remove four corner screws. 








6. Remove the 400’s plastic bottom case. 

7. Fold to the left as shown. Take note of the place- 
ment of the video cable and toroid for reassem- 
bly. Remove speaker at this time. 








8. Remove the eight screws that hold the bottom 
shield plate on. Keep these screws together. 
9. Remove plate and fisch paper. 

10. Grasp the 400’s motherboard as shown and 
gently pry up the mother board to dislodge it 
from the powersupply board. Gently unplug the 
keyboard cable from the motherboard at this 
time. 











11. Set down the motherboard in front of you and 
remove the 16K board from the computer’s bus 


connector. 





12. Install the Rampower 32K board so that the 
solder side is towards the controller ports. 

13. Re-connect the keyboard cable gently. 

14. Re-install the 400 motherboard into the power 
supply board. Check that the connector pins are 
aligned properly before pressing down to 
reconnect. 

15. Replace fisch paper and bottom shield and 
re-install the eight screws. 
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16. Replace the bottom of the computer. Make sure 
the video cable and toroid are positioned 
properly. 

17. Turn over computer to its upright position. Lift 
the left corner of the case and relocate the 
speaker between the plastic pins as shown, then 
re-connect them to the speaker output pins. 





18. Replace the four bottom screws. 





Your Axlon Rampower 32K board is now installed! 





Install the BASIC cartridge and re-connect power. 
Turn-on the computer and verify that the “READY” 
prompt is present. If this is not the case, then refer 
to the troubleshooting section. 


If everything is ok, then type in the following: 
PRINT FRE(0) 
FOR AN ATARI 800: 
The computer should respond: 
37902 


This translates into about 38K free user memory 
space in BASIC. If you are asking yourself, “Where 
is the other 10K?”...Don’t worry! With the 
Rampower 32K there is only 40K available to the 
user when a ROM cartridge is plugged in. The 
reason for this is because of the following: In a 48K 
Atari 800 computer, when a ROM cartridge is 
installed the Atari disables the top 8K for each 
ROM cartridge that is installed. This insures that 
only data from the ROM cartridge, when it is 
installed, is read and not RAM and ROM data at 
the same time. That would result in data chaos! 
The other 2K is used by the Atari OS and BASIC. 
The entire 48K is available when using binary disk 
based programs. 


FOR AN ATARI 400: 


The computer should respond: 
29710 


To see the RAMTOP on an Atari 400 or 800 type: 


PRINT PEEK(106)*256 


This is the location of the top of RAM memory 
pointer. PRINT FRE(0) only returns the amount of 
free user memory. 


The checkout is complete! 








Your Rampower 32K is pre-tested and burned in at 
the factory. This ensures that if the installation 
instructions were carefully followed, your new board 
should work. However, if this is not the case, it may 
be something as simple as the board may have been 
installed backwards. 


PROBLEMS: 
Black or Blank Screen — 


1) Verify that power is on; the red power indicator 
should be lit. 


2) Check to see if board is installed with the solder 
side facing the controller ports. 


3) Check that all ICs are well seated in their sockets. 


Keyboard Not Working — 

Check keyboard connector to insure proper 
connection. 

Speaker Not Working — 

Check speaker connection. 
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PLUS 
SERIES 


32K Add-On Memory Module = 
for Atari? 400” and 800” Computers 


Make your Atari® 400” Easy to install— 
a powerful 32K computer! pings right in! 
® Turn your Atari? 400” into a high ® Snaps into the expansion 
performance personal computer. memory slot. 
@ Play all the exciting 32K games ® No special tools or knowledge 
designed for the Atari® 800 required. 
@ Connect your Atari® 400™ to the © Gold plated contacts make positive 
810” disk drive, 850™ interface, lifetime contact. 
825" printer, and other peripherals = * Complete instructions enclosed. | 
requiring 32K of RAM memory. | 
Make your Atari® 800” 
a full 48K computer! 


e Run word processing, electronic 
spread sheet, and other powerful 
business applications. 


e Write programs using the full 48K 


capacity of the Atari° 800” 

*e Leaves one memory slot free for AXLON, INC. 
special applications and future 70 Daggett Drive | 
expansion. San Jose, CA 95131 . 


Full Lifetime Warranty 


Axion will replace this product free of charge if it is ever found defective in materials or workman- 
ship. This guarantee applies only to the original owner registered on the purchaser's warranty 
- Card, which must be completed and mailed within ten days from the date of purchase. 


Should you require service, simply send the RAMPOWER module, postage prepaid, to Addon. inc. 
at the address above. Please enclose a letter explaining the nature of the problem. 


THE RIGHTS SPECIFIED IN THIS WARRANTY SHALL.BE THE SOLE AND EXCLUSIVE REMEDY 
OF THE PURCHASER FOR ANY CLAIM UNDER THE WARRANTY. THE WARRANTY STATED 
HEREIN IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED. INCLUDING THE 
IMPLIED WARRANTIES OF MERCHANTIBILITY OR FITNESS. THE PURCHASER MAY MAKE NO 
CLAIM FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES FOR ANY DEFECT BEYOND THE 
PERIOD OF THE LIMITED WARRANTY. 


THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU MAY ALSO HAVE OTHER 
L=GAl RIGHTS WHICH VARY FROM STATE TO STATE. 





